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SEWER PLAN

NOIT(TH

TO EXISTING
PUBLIC SERV. LINE

KEYED NOTES:

(1) 11/2" VENT THRU ROOF

2" VENT THRU ROOF

3" VENT THRU ROOF.

INSTALL FLOOR CLEAN OUT

INSTALL TRAP PRIMER FOR FLOOR DRAIN

(&) (el

3/4” PVC CONDENSATE DRAIN LINE FROM COILS. HOLD LINES 1" OFF
WALLS WITH PIPE SUPPORTS. LINES TO SLOPE AT 1/2" PER FOOT
DROP INSIDE COOLER AND EXIT COOLER/FREEZER AT 8" A.F.F.
ELECTRICAL CONTRACTOR IS TO WRAP CONDENSATE LINE WITH HEAT
TAPE AND PLUMBING CONTRACTOR IS TO WRAP WITH INSULATION

CRONS

INSIDE COOLER ONLY.

500 GALLON CAPACITY GREASE INTERCEPTOR, SEE DETAIL
REFER TO CIVIL DRAWINGS FOR EXACT LOCATION.

INSTALL Y CLEANOUT SEE DETAIL 1 ON THIS SHEET.

INSTALL CLEANOUT TO GRADE SEE DETAIL 2 ON THIS SHEET

COVER

FINISHED FLOOR

CLEANOUT PLUG
AND BODY. SEE
SPECIFICATIONS
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o\ TWO WAY CLEANOUT DETAIL

RISER

—— FOR VENT THRU ROOF PEEN
LEAD INTO TOP OF PIPE

CLAMP

44 LEAD FLASHING

ROOF

REV DATE /DESC

—FOR PIPE THRU ROOF CLAMP
| LEAD TO ROOF W/ SS HOSE

CONCRETE
ENCASEMENT

PIPE THRU ROOF

/0. \VENT THRU ROOF DETAIL

P12 /SCALE: NO SCALE

P12/SCALFE: NO SCALE
. . 3/4"X1/2" REDUCER
LABEL COVER "SEWER —— CLEANOUT PLUG-BRASS /
GERRULE AND PLUG HOSE BIB 1/2” TEE

PRE—-CAST CONC. BOX
BROOKS PRODUCTS
NO. 3HL/COVER

(NO. 3T IN TRAFFIC AREA)

WASTE LINE —

B7X6” CAST CONC.
AROUND IN UNPAVED

AREA AND BLACK TOP

PAVED AREA

C—=

(=

/2 CLEAN OUT TO GRADE

P12

SCALE: NO SCALE

1/2” NIPPLE

—— SHUT OFF
VALVE

] BRACE PIPE
BELOW ROOF
FOR STAB.

1/2" CW UP THRU ROOF ——+
SEE PLUMGING FLOOR PLAN

o

NOTE: PROVIDE FROST PROTECTION WHERE
AREA IS SUBJECTED TO FREEZING TEMP.
TYP.@EVAP. COOLER ONLY. USE BACKFLOW
PREVENTER.

/2>, ROOF HOSE BIBB

P12 /SCALE: NO SCALE

C.l.

CLEANOUT TEE

MAY EXTEND AS
WASTE OR VENT

CLEANOUT PLUG

COUNTERSUNK
SCREW

POLISHED S.S.

|
%«

M ¢

WASTE LINE _

LENGTH TO SUIT

—

COMBINATION 1/8”
BEND AND "WYE”

3

=
—FLOW

—— WASTE LINE

/s WALL CLEAN OUT

P.l2

SCALE: NO SCALE

I ACCESS COVER

GAS OR CON. DRAIN
PIPING, SEE PLAN.

MFG. AC CURB VER.

CONFIGURATION AC UNIT

RIGID CURB INSUL. —
REMOVE MIN. AMOUNT
REQUIRED FOR PIPING

"SUPER STRUT” -
#C—70B SHORT STRAP
W/2-3/8" M.B.

EGALV. ESCLIT. FILL

WITH SILICON SEALANT

\——' ROOF

2X2 X1/8” L ——
WELDED OR BOLT
TO CURB.

PIPING TO RISE
FROM ATTIC
INSIDE CURB

7\ AC CONDESTATE

P.12/SCALE: NO SCALE

ATTIC SPACE
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1129 Union Avenue

SEWER PLAN NOTES

1. ANY EQUIPMENT DISCHARGING LIQUID WASTE SHALL DRAIN TO A FLOOR SINK VIA LEGAL
AR GAP.

2. FLOOR SINKS SHALL BE INSTALLED FLUSH WITH THE FLOOR SURFACE AND BE LOCATED
SO AS TO BE READILY ACCESSIBLE FOR CLEANING AND REPAIR.

3. PROVIDE AN APPROVED INTEGRAL ATMOSPHERIC VACUUM BREAKER FAUCET FOR MOP
SINK.

4. ANY EQUIPMENT DISCHARGING LIQUIDWASTE SHALL DRAIN TO A FLOOR DRAIN
5. FLOOR SINKS SHALL BE FLUSH WITH FLOOR AND ACCESSIBLE FOR CLEANNG AND REPAIR

6. PROVIDE A FAUCET WITH VACUUM BREAKER AT MOP SINK (AMERICAN STANDARD, MODEL NUMBER
8341—-076 OR SIMILAR

SCALE: 1/4" = 1’

3

—— CAST IRON FRAME
AND BOLTED GAS-
TIGHT COVER

Y

'I;L FLOW
—

l

66"

— -
WATER LINE—T]

12"

12"

»

—
FLOW

FLEXIBLE PIPE
CONNECTOR

I

A NA o

AV

ﬂ'\qu EACH WAY

26"

f
BAFFLE

NOTES:

. CONTRACTOR TO VERIFY REQUIRED INTERCEPTOR
CONSTRUCTION METHOD (CAST IN PLACE OR
PRE—-FAB) WITH LOCAL SANITATION AUTHORITY.

. PROVIDE CLEANQUTS BEFORE, AND AFTER GREASE
INTERCEPTOR.

WALLS, TOP, AND BOTTOM SHALL BE 4" THICK
CONCRETE WITH #5 RODS, 6” ON CENTER EACH WAY.

PRECAST UNITS MAY BE INSTALLED, PROVIDED
THEY ARE CONSTRUCTED IN ACCORDANCE WITH ALL
APPLICABLE CODES AND PIPING IS AS SHOWN ON
THIS DETAIL.

. FIELD VERIFY EXACT LOCATION FOR GREASE INTERCEPTOR

AND COORDINATE INSTALLATION WITH ALL OTHER TRADES.

GENERAL CONTRACTOR TO VERIFY GREASE
INTERCEPTOR IS REQUIRED BY WATER AUTHORITY
BEFORE INSTALLATION.

/1500 GALLON CAPACITY GREASE INTERCEPTOR DETAIL

P.12

SCALE: NO SCALE

ewer Plan
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DATE:  03-26-09

SCALE: AS NOTED

DRAWN: AA/LJF

JOB NO: 0734
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