NEW MEDICAL OFFICE

TENANT IMPROVEMENT

3933 (o

fee Road Bakersfield, Ca.

ABBREVIATIONS

PROJECT ANALYSIS SHEET INDEX

DWG = DRAWING

EJ = EXPANSION JOINT
ELEC = ELECTRICAL
FAB = FABRICATION

AB = ANCHOR BOLT
ABV = ABOVE

ADJ = ADJUSTABLE
APPROX = APPROXIMATE

SHEET | DESCRIPTION

CONSULTANTS
NEN OFFICE BLDC

SHT'G = SHEATHING T-1 | TITLE SHEET / GENERAL NOTES

MAX = MAXIMUM

MB = MACHINE BOLT SPEC = SPECIFICATIONS TOTAL BUILDING AREA: 9135

MC = MEDICINE CABINET

SQ = SQUARE OCCUPANT LOAD -2
MECH = MECHANICAL

STD = STANDARD 1ST FLOOR PLAN

ENGINEER STAMP

PROJECT

MEDICAL OFFICE TENANT IMPROVEMENT
BAKERSFIELD, CA.

For DR. SUMEET BHINDER

3933 COFFEE RD.

BD = BOARD FF = FINISH FLOOR MFG = MANUFACTURER T & G = TONGUE & GROOVE Nmmm. omﬂm» Nm.wu mwc wﬂ /100 = 21 OCCUPANTS
BF = BALLOON FRAMING FG = FIXED GLASS MIN = MINIMUM TEMP = TEMPERED : -
BLDG = BUILDING FLR = FLOOR MISC = MISCELLANEOUS T0B = TOP OF BRACE TOTAL BUILDING AREA: 2,055 SQ FT ENGINEER: A=T | REFLECTED CEILING PLAN
BLK = BLOCK FLOUR = FLUORESCENT MTL = METAL 70C = TOP OF CRICKET B — OCCUPANCY FRENCH & ASSOCIATES
BLKG = BLOCKING FOB = FACE OF BEAM NIC = NOT IN CONTRACT 70S = TOP OF SHEETING 2716 L’ STREET H—1 | HANDICAP DETAIL SHI
BM = BEAM FOC = FACE OF CONCRETE NTS = NOT 70 SCALE TOP = TOP OF PLYWOOD TYPE VB CONSTRUCTION BAKERSFIELD, CALIFORNIA 93301 ANDICAP DETALL SHEETS
BRG = BEARING FAM = FACE OF MASONRY 0BS = OBSCURE 7P = TOP PLATE HEIGHT AREA ANALYSIS (661)327-2798 H-2 | HANDICAP DETAIL SHEETS
CAB = CABINET FOS = FACE OF STUDS 0C = ON CENTER TYP = TYPICAL CONTACT: JEFF FRENCH
CEIL = CEILING FTG = FOOTING 0P'G = OPENING UON = UNLESS OTHERWISE NOTED
CL = CENTERLINE A = GAUGE 0PT = OPTIONAL VER = VERTICAL Cope puALYSIS GENERAL M=7 | MECHANICAL PLAN
CLG = CEILING G/ = GALVANIZED IRON POC = POINT OF CONNECTION WH = WATER HEATER .
CLR = CLEAR GLS = GLASS, GLAZING PL = PROPERTY LINE WIC = WALK IN CLOSET NKLERS LCONTRACTOR: -
COL = COLUMN GYP = GYPSUM PT = POINT W0 = miHoUT FIRE SR N P71 | PLUMBING PLAN
COMB = COMBINATION HDR = HEADER PVC = POLYVINYL CHLORIDE WD = Woon CONSTRUCTION
CONC = CONCRETE HORIZ = HORIZONTAL RAD = RADIUS W = WROUGHT IRON TYPE VB — NON RATED =7 | SIGNAL & POWER PLAN
CONT = CONTINUOUS HT = HEIGHT RDL = ROOF DRAIN LINE ©=AT 7 T Lo P
DIA = DIAMETER HVAC = HEATING VENTILATION REQD = REQUIRED W/ = mH y WABLE AREA: P —
DIM = DIMENS/ION AIR CONDITIONING ROWD = REDWOOD 0/ = OVER BASIC ALLOWABLE AREA: 9000 5
DS = DOWN SPOUT LAM = LAMINATED SHT = SHEET AREA MODIFICATION (506) A= §Ay+ [Apx | J#[Agxi } TRE Ty
Ay= $9000 + [9000 x .25 J+{9000 x1 F
GENFERAL NOTES o sz VICINITY MAP
FRONTAGE INCREASE: le= [F/P-025 TW/50
lg= [177/354-0.25 ]30/30
Al A , tandard: Genoral Fire Safely: Iy=25
AL WORK SHALL CONFORM TO AL RELEVANT LANS, CRDNANCES, RULES, AND b s Fo oA EE AN e, ~ NEW OFFICE BLDG 9135 SO FT INCLUDNG TENANT MPROVEWENT
REGULATIONS, INCLUDING, BUT NOT LIMITED T, THE FALLOWING COVES AND AL ﬁﬂ%ﬁﬂﬁ:ﬁ”ﬂw PARKING SPACE SHALL BE PAINTED RED TO 9135 < 20,250

THEIR LOCAL ADOPTED AMENDMENTS:
2001 CAF. IMNISTRATME covE TILE 24

1001 CAF. BADNS cove 2001 CAF. MEGHANCA. coE

2001 GAF. BLECTRUA. covE
PBLL RESARCES cOE 4800 FEBULATUNS 2001 CAF. FRE coe
AND AL APPLICABLE STANDARDS, ORDINANCES AND REGULATIONS OF ALL AGENCIES WITH

JRISDICTION VER THER WORK.

Address Numbers:

NUMBERS SHALL BE CLEARLY VISIBLE FROM THE CENTER LINE OF THE ROADWAY
FRONTING THE BULDING AND THEY SHALL CONTRAST WITH THER BACKERAND (F& 90144)

Inspections/Approvals:

THE FIRE DEPARTMENT SHALL INSPECT /APPRAVE THE FALLOWING:
| FIRE ALARM SYSTEM ACCEPTANCE TEST PRIR TO OCCUPANCY.
2. FINAL OCOUPANCY SIGN OFF — PRIR TO OCCUPANCY.

2. AL REQUREMENTS SHALL BE COMPLETED PRIR TO FINAL OCCUPANCY APPRAVAL,
EXCEPT AS NOTED OTHERWISE.

4. THE FIRE PEPARTMENT SHALL BE GIVEN 24 HARS MINMM NOITICE FOR ALL
INSPECTIONS. (FC ARTICLE |2)

2 "NO SMOKING” SIENS SHALL BE POSTED IN SUFFILIENT QUANTITY AND SIZE TO

PROHIBIT AL SMOKING EXCEPT IN DESIENATED AREAS.

GENERAL NOTES

Eire Alorm Systems:

A FRE ALARM SYSTEM SHALL BE INSTALLED IN ACCORDANCE WITH NPA 72 STANDARDS,
SHALL BE SUBMITTED TO AND APPROVED BY THE PORTERVILE FIRE DEPARTMENT.

1. ALL DOOR HARDWARE SHALL COMPLY
WITH THE REQUIREMENTS OF CALIFORNIA

BUILDING CODES CHAPTER 10.
2. STOREFRONT DOORS SHALL HAVE 10”

FRUTVALE AVE

Life Safety Requirements:

| EMERGENCY LIGHTING SHALL BE PRAVIDED FOR EMERGENCY EERESS. THERE
SHALL BE ONE LUMEN AT THE ALOOR

2. CALCUATIONS SHALL BE PROVIDED FOR THE EMEREGENCY LIGHTING LUMENS.
2. A POWER OFF TEST WLL BE REQURED PRR TO OLCUPANCY TO DETERMINE
EMERGENCY LIGHTING ADEQUACY.

THE OCCUPANT LOAD, AS DETERMINED BY THE PULDING OFFICIAL, SHALL BE POSTED
IN A CLEARLY VISIBLE LOCATION.

Storage of Combustible Moterials:

AL STORAGE SHALL BE 2-0" OR LESS. ANY STORAEGE HIGHER THAN 2 REQURES
FIRE DEPARTMENT REVIEW AND APPROVAL

ALL DECORATIONS SHALL BE ALAME RETARDANT IN ACCORDANCE WITH
THE CALIFORNIA STATE FIRE MARSHALL.

MINIMUM BOTTOM RAIL.

3. MAX. EFFORT TO OPERATE DOORS SHALL
NOT EXCEED 5 POUNDS FOR EXTERIOR
AND 5 POUNDS FOR INTERIOR.

4. EXIT DOORS SHALL BE OPENABLE FROM
THE INSIDE WITHOUT USE OF A KEY OR
ANY SPECIAL EFFORT.

5. EXITS SHALL BE ILLUMINATED AT ANY
M\:Nmn THE BUILDING IS OCCUPIED PER

6. NUMBER AND LOCATION OF FIRE
EXTINGUISHERS SHALL BE DETERMINED
BY FIELD INSPECTION.
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