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T = TREAD WIDTH 1. DRINKING FOUNTAINS ARE TO BE LOCATED WITHIN ALCOVES ACE 1gF_ALBOVE W/ 18"—24"
* = EXTERIOR STAIRS ALL TREADS DOORS: HARDWARE AND CONSTRUCTION: OR POSITIONED SO AS NOT TO BE IN CORRIDOR OR WALK 1
ARE TO HAVE WARNING STRIPES. HA PENABLE FROM THE INSIDE WITHOUT 2. WHEN_ENFORCING AGENCY ALLOWS AN UNREASONABLE HARDSHIP, — g
12" LEVEL DIST. PLUS ) '%ﬁ'ET ngRosFi K"ELYBOER OO'II::HERBLSEPECI(XL KNSWLED%EE OR g,_-u,_-ORT “E"Qé(gég%EESSETDST?_-O%PE%ETE,gé)%%sog's"A"" NoT FOUNTAINS MAY BE LOCATED IN PATH OF TRAVEL AND THE PATH igT—1g
1o LoVEL DIST. T ' OF TRAVEL SHALL BE INDENTIFIABLE TO THE BLIND AS FOLLOWS
. TREAD WIDTH MIN AND S POUNDS FOR INTERIOR DOORS, SUCH PULL A. THE SURFACE OF THE PATH OF TRAVEL AT THE WATER FOUNTAIN WING WALL '
OVER 2" SAND BED PERMIT THE INSTALLATION OF A DOOR NOT LESS THAN 36 TO HINGED DOORS AND AT THE CENTER PLANE OF PERSON USING A CANE. THE MINIMUM TEXTURED AREA SHALL EXTEND = % I L= =%
W /FIBERMESH IN WIDTH AND NOT LESS THAN 6'—8" IN HEIGHT. WHEN SLIDING OF FOLDING DOORS. COMPENSATION FROM THE WALL SUPPORTING THE WATER FOUNTAIN TO (1) ONE FOOT \ g = I ‘\\ : |=
» » INSTALLATION IN EXIT DOORWAYS, EXIT DOORS SHALL BE DEVICES OR AUTOMATIC DOOR OPERATORS MAY BE BEYOND THE FRONT EDGE OF THE WATER FOUNTAIN AND SHALL EXTEND \ : TR B
48" MAX. 48" MAX. OPEN |RISERS ARE NOT RN \ N
PERMITTED (1133B.4.5.3) CAPABLE OF OPENING AT LEAST 90 DEGREES AND SHALL BE UTILIZED TO MEET ABOVE STANDARDS. WHEN FIRE (1) ONE FOOT BEYOND EACH SIDE OF THE WATER FOUNTAIN, OR | ~ 8 lp==1
SO MOUNTED THAT THE CLEAR WIDTH OF THE EXIT IS NOT DOORS_ARE REQUIRED, THE MINIMUM EFFORT TO B WING WALLS SHALL BE PROVIDED ON EACH SIDE OF THE WATER FOUNTAN. &f ] T
1—0%] LESS THAN 52 . IN COMPUTING THE EXIT WIDTH REQUIRED OPERATE THE DOOR MAY BE INCREASED NOT TO THE WING WALLS SHALL PROJECT OUT FROM THE SUPPORTING WALL AT LEAST S Mm-_J LT
y T LEVEL ‘ BY SUBSECTION 3303(b), THE NET DIMENSION OF THE EXIT EXCEED 15 POUNDS. AS FAR AS THE FOUNTAIN TO WITHIN 6—INCHES OF THE SURFACE OF THE & VAX. | |3
1-1/4" — 11/ | — DIST. % SHALL BE USED. e
| ||crROSs—secTioNaL [ e E THE BOTTOM 10" OF ALL DOORS EXCEPT AUTOMATIC PP ThEC TV & Walys ERE SHALL BE A MINIMUM OF 52 INCHES CLEAR 20" MIN® £—0" MIN
4 NOMINAL DIMENSION o 3.) FOR HINGED DOORS, THE OPENING WIDTH SHALL BE MEASURED AND SLIDING SHALL HAVE A SMOOTH UNINTERRUPTED . . . ¢ : ¢ '
= = MAX. DEEP A
¥|2,| ||PIPE HANDRALL & 4 U WITH THE DOOR POSITIONED AT AN ANGLE OF 90 DEGREES SURFACE TO ALLOW THE DOOR TO BE OPENED BY A 3. ALCOVES SHALL BE 32" MIN. WIDE BY 18" MIN. TO 24 - v
POST (TYP.) 4 4" CONC WALK— ¥ FROM ITS CLOSED POSITION. WHEELCHAIR FOOTREST WITHOUT CREATING A TRAP OR 4. FOUNATAINS SHALL BE 18" MIN. TO 19" MAX. DEPTH
- W/EXP. JOINT " HAZARDOUS CONDITION. WHERE NARROW FRAME DOORS 5. KNEE SPACE 27" MIN. HEIGHT TO 8" DEEP FROM FRONT EDGE OF FOUNTAIN
™ e 1-1/2" 4.) WHERE A PAIR OF DOORS IS UTILIZED AT LEAST ONE OF THE ARE USED, A 10" HIGH SMOOTH PANEL SHALL BE 6. TOE SPACE 9” MIN. HEIGHT TO 6” MAX. FROM SUPPORTING WALL . ——
=ll=inin ey SIS ==, ———— WARNING STRIPING & MAX DOORS SHALL PROVIDE A CLEAR UNOBSTRUCTED OPENING WIDTH INSTALLED ON THE PUSH SIDE OF THE DOOR, WHICH 7. SPOUT (BUBBLER) LOCATION SHALL BE LOCATED WITHIN 6” OF THE FRONT I I e
Ml i 1l = I e ), = ~ = | HANDRAIL EXTENSIONS NOSE OF 32" WITH THE LEAF POSITIONED AT AN ANGLE OF 90 WILL ALLOW THE DOOR TO BE OPENED BY A WHEELCHAIR OF THE FOUNTAIN, WATER STREAM SHALL BE A MIN. 4" HIGH =l = = | =
=== =l TSR Mo e i ey T U _,rg DEGREES FROM ITS CLOSED POSITION. FOOTREST WITHOUT CREATING A TRAP OR HAZARDOUS %_r;lEAgp &(J:?ESSISBTL% glgggll_ll\_ll%NIE%Ul\égAI{_\lH EW'E['oQ gguwg ng ICS)V\';\V{-T H|3|8w§;, : : B LAY 5 6,,: VA (]
= JFIN=" e =<1 < == ~ S —F -9 .
19" x 18" Dp— ® :EREA&':\'CGURS BH=TEN= | THE UPPER APPROACH AND THE LOWER TREAD OF EACH STAIR SHALL 5) WHEN AN AUTOMATIC DOOR OPERATOR IS UTILIZED TO OPERATE CONDITION OF THE FRONT EDGE OF THE FOUNTAIN. ] ML= R\ E———
CONC FT'G (TYP.) T BE MARKED BY A STRIP OF CLEARLY CONTRASTING COLOR AT LEAST A PAIR OF DOORS, AT LEAST ONE OF THE DOORS SHALL . 8. SPOUT (BUBBLER) HEIGHT SHALL BE NO HIGHER THAN 36", MEASURED FROM _\
2" WIDE AND NOT MORE THAN 4” WIDE PLACED PARALLEL TO AND PROVIDE A CLEAR UNOBSTRUCTED OPENING WIDTH OF 32" THE FLOOR OR GROUND SURFACES TO THE SPOUT OUTLET. CLEAR FLOOR SPACE /
RAMP 1:12 MAX. SLOPE NOT MORE THAN 1” FROM THE NOSE OF THE STEP OR LANDING. WITH THE DOOR POSITIONED AT AN ANGLE OF 90 DEGREES O > O 9. CONTROLS SHALL BE FRONT MOUNTED OR SIDE MOUNTED WITHIN 6° OF THE FRONT EDGE I"ll\?TI())OO'IRHSIIéIA%PSXIIgE
HEAVY BROOM FINISH THE STRIP MUST BE MADE OF A MATERIAL THAT IS AT LEAST FROM ITS CLOSED POSITION. 10. CONTROL OPERATION MECHANISMS SHALL BE OPERABLE WITH ONE HAND AND SHALL NOT REQUIRE
AS SLIP RESISTANT AS THE OTHER TREADS OF THE STAR. TIGHT GRASPING, PINCHING, OR TWISTING OF THE WRIST. THE FORCE REQUIRED TO ACTIVATE NON—ALCOVE INSTALLTION
(PAINTED STRIPS ARE ACCEPTABLE) 6.) REVOLVING DOORS SHALL NOT BE USED AS A REQUIRED ENTRANCE SHALL BE NO GREATER THAN 5ibf. ALCOVE INSTALLTION WING WALL
I D1560 D1428 FOR THE PHYSICALLY HANDICAPPED /PEOPLE WITH PHYSICAL ﬁ ﬁ] E] 1336
DISABILITIES.
25 RAMP DETAIL 3/8" P STAIRS @®otomorruNy  3/4" e [17) DRINKING FOUNTAINS AND WATER COOLERS 1/4"
TURNSTILES: TOGGLE LEVER
PROVIDE 6° RADIUS @ GUARDRAIL ENDS WHERE TURNSTILES ARE UTILIZED IN FACILITY FOR — — — \ 40"
Reg” THE PURPOSE OF PROVIDING FULLY CONTROLLED ACCESS, , L 24 1 oA
= 12" MIN SUCH AS WHERE AN ADMISSION PRICE IS CHARGED, A % DOOR HANDLES 5 EXT.
BV DOOR OF GATE THAT IS ACCESSIBLE TO THE PHYSICALLY = < PULL—SIDE 418
oisT HANDICAPPED /PEOPLE WITH PHYSICAL DISABILITIES SHALL 5 : INT X
— —1/4" — 1=1/2" ' BE PROVIDED ADJACENT TO OR WITHIN A DISTANCE NOT TO N w —p————— —— Xt PUSH—SIDE
Q A 2 1 EXCEED 30° FROM EACH TURNSTILE EXIT OR ENTRANCE. - ( wmmon ) = ] o 1 — b 4
NOMINAL DIMENSION THIS ALTERNATE PASSAGEWAY SHALL BE MAINTAINED ! - : | | *
IN AN UNLOCKED CONDITION DURING BUSINESS HOURS Y Qe — — Iy —\ z | N 2 | !
AND THE DOOR OR GATE SHALL NOT ACTIVATE A PUBLICLY : | |1 S| I
., . AUDIBLE ALARM SYSTEM. WHERE POSTS, RAILS OR OTHER 5 ° | |1 = |
1" MAX. M M PEDESTRIAN CONTROLS ARE UTILIZED, THEY SHALL PROVIDE THRESHOLDS 3 © ' |1 Q1 |
2" MIN. TO o 32" OF CLEAR OPENING. : ' L] | |
»” \T \v
47 MAX. . THRESHOLDS AND CLEARANCE: N ——
M 1.) THE”FLOOR OR LANDING SHALL BE NOT MORE THAN NOTE: X = 12" IF DOOR HAS BOTH
1/2" LOWER THAN THE THRESHOLD OF THE DOORWAY. A CLOSER AND LATCH
RAISED THRESHOLDS AND FLOOR LEVEL CHANGES GREATER TWO HINGED DOOR IN SERIES
THAN 1/4” @ DOORWAYS SHALL BE BEVELED WITH A SLOPE
2—#4 BARS CONT. POR—ROK '— 8 NOT GREATER THAN ONE UNIT VERTICAL IN TWO UNITS HORIZ. FRONT APPROACHES - SWINGING DOORS . x0
\ 3 2.) THE FLOOR OR LANDING ON EACH SIDE OF AN EXIT 1
T DOOR SHALL BE LEVEL AND CLEAR. (SEE DETAIL 18/HC-2) 10" MIN. BOTTOM RALL | L3
SEE CIVIL % (2 AN DISABLED ACCESS REQUIREMENTS OR PROVIDE KICK PLATE
N T = TREAD WIDTH HAND ACTIVATED DOOR OPENING HARDWARE, HANDLES, PULLS, PULL—SIDE
PIPE SLEEVE TYP. LATCHES, LOCKS AND OTHER OPERATING DEMCESON N Y| | e 17— PUSH—SIDE
* = EXTERIOR STAIRS ALL TREADS ARE TO ACCESSIBLE DOORS SHALL HAVE A SHAPE THAT IS EASY TO , ) 54” ;
/ HAVE WARNING STRIPES. GRASP WITH ONE HAND AND DOES NOT REQUIRE TIGHT J , p—— 7
WARNING STRIPING & GRASPING, TIGHT PINCHING, OR TWISTING OF THE WRIST TO KICK PLATE . : | |
"A" GUARDRAIL DETAIL (+ 85'-0" HANDRAIL EXTENSIONS OPERATE. HARDWARE SHALL BE CENTERED BETWEEN 30” & E> I gl Z | |
I D1321 D1429 44" ABV THE FLOOR. LATCHING AND LOCKING DOORS THAT | > | | QZ'
A n " ARE HAND ACTIVATED AND WICH ARE IN THE PATH OF TRAVEL T
@ GUARDRAIL DETAIL 3/ @ STAIRS (TOP OF RUN) 3/4 SHAL BE OPERABLE WITH A SINGLE EFFORT BY LEVER—TYPE ! ¥ ! !
HARDWARE, PANIC BARS, PUSH PULL ACTIVATING BARS OR —
OTHER HARDWARE DESIGNED TO PROVIDE PASSAGE. LOCKED D1236
EXIT DOORS SHALL OPERATE AS ABV IN EGRESS DIRECTION. NOTE: Y = 48" IF DOOR HAS BOTH
@ A CLOSER AND LATCH TWO HINGED DOOR IN SERIES
DOOR CONSTRUCTION, THRESHOLD, HARDWARE & CLOSERS
HINGE SIDE APPROACHES - SWINGING DOORS X
24"
PULL—SIDE T 307
—————— —— 4" MIN, PUSH—SIDE “MIN.
| | | ’
| | T .
s | I | I
o | 18 | | CLEAR DOORWAY WIDTH
© [ | [ | >
[ | [ I
| ! | | —
N 2 X
NS
NOTE: Y = 48" IF DOOR HAS BOTH —\
A CLOSER AND LATCH 32”
MAXIMUM DOORWAY DEPTH
LATCH SIDE APPROACHES - SWINGING DOORS CLEAR DOORWAY DEPTH DATE ISSUED
NOTE: ALL DOOR IN ALCOVES SHALL COMPLY WITH THE CLEARANCES FOR FRONT APPROACHES
D1234
MANEUVERING CLEARANCES AT DOORS
RAMP NOTES: " ) SURFACE ADJ. TO
1.) MAXIMUM ALLOWABLE SLOPE OF A RAMP IS 1:12 v, 11/2° 11/2 uAx., HANDRAILS MUST BE
2.) LANDINGS ARE REQUIRED AT TOP AND BOTTOM 171 MIN. 11174 MNJREE OF SHARE OR
) LANDINGS ARE I ABRASIVE ELEMENTS
3.) PEDESTRIAN RAMPS SERVING PRIMARY ENTRANCES ] aqm _ w_om
LIRS, M OSGURALCY 030, or 300 ox 1/ e —
b EDGES SHALL HAV
4.) RAMPS WITH OCCUPANCY LOAD OF LESS THAN 50 gl "
) MAY BE 36" WIDE. (HOTELS, APARTMENT HOUSES, GRIPPING SURFACES/ 1., MIN. RADIUS OF 1/8
CONVENTS, MONASTERIES, DWELLINGS) SH&L%EESUPTED K
5.) INTERMEDIATE LANDINGS ARE REQUIRED TO NEWEL POSTS OTWER IE- 1.1/2" NOMINAL
BE 60" LONG IN DIRECTION OF TRAVEL 11/4” OR 1 1/2” PIPE CONSTRUCTION h SCH. 40 PIPE
6.) HANDRAILS ARE REQUIRED ON EACH SIDE OF ( ELEMENTS. © o HANDRAIL
RAMP, CONTINUOUS FOR FULL LENGTH OF RAMP. &
(SLOPES EXCEEDING 1:20) UNLESS THE RAMP GUARD RALL g) ) OBSTRUCTIONS o 410 x 3/4" FHMS
IS AT AN EXTERIOR DOOR LANDING AND DOES < ceil PP
NOT EXCEED 6 IN LENGTH OR 6" IN HEIGHT. AND CURB 2-10" T0 3-2" SJ = CAD. PLATED (2 MIN)
7.) RAMPS WITH SLOPES OF 1:16 OR GREATER ARE FACE WALL &%
HANDRAIL WALL BRACKETS
REQUIRE TO BE SLIP RESISTANT FINISH = oL T & N C % INTERIOR = STEEL
. % EXTERIOR — ALUMINUM
8 A 6" MIN HIGH WARNING CURB 2" OR 3" RADIUS A @ 4-0" o.c. (MAX)
4" OR MORE DROP Se— METAL SPACER TO MATCH FIN. THICK—
;%*: . REQUIRES RAISED CURB A | NESS 3/8" 8 x 3" LAG SCREW 1 1/2°
. \DUACENT HAZARD [ 5 PENETRATION INTO 4x6 CONT.
EXTERIOR HAZARDS: N -] 4x6 W/ SIMPSON L30 @ TOP & BOT.
1. WARNING CURBS: ABRUPT CHANGES IN LEVEL, EXCEPT BETWEEN A WALK OR SIDEWALK AND ADJACENT STREET OR DRIVEWAYS, EXCEEDING 4 INCHES IN \ v 4 ON EACH END
A VERTICAL DIMENSION, SUCH AS AT PLANTERS OR FOUNTAINS LOCATED IN OR ADJACENT TO WALKS, SIDEWALKS, OR OTHER PEDSTRIAN WAYS, SHALL BE X
IDENTIFIED BY CURBS PROJECTING AT LEAST 6 INCHES IN HEIGHT ABOVE THE WALK OR SIDEWALK SURFACE TO WARN THE BLIND OF A POTENTIAL DROP \_,./—FULI_ HT. STUDS SEE STRUCT. DRWGS
OFF. WHEN A GUARDRAIL OR HANDRAIL IS PROVIDED, NO CURB IS REQUIRED WHEN A GUIDE RAIL IS PROVIDED CENTERED 3 INCHES PLUS OR MINUS ONE
INCH ABOVE THE SURFACE OF THE WALK OR SIDEWALK, THE WALK IS 5 PRECENT OR LESS GRADIENT OR NO ADJACENT HAZARDS EXIST. 1133B.8.1 NOTE: HANDRAILS SHALL BE CAPABLE OF SUPPORTING A
D1430 D1237 D1432 200 Ib. LOAD @ ANY POINT & IN ANY DIRECTION D137
27) 22 RAMPS P0HANDRAIL TURN IN @ END 3"[19) HANDRAIL ANCHORAGEPRINTED 12/3/2010 steer




