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ALL FINAL CONNECTIONS SHOWN ON THIS DRAWING ARE ACTUAL REQUIREMENTS OF THE EQUIPMENT AND ARE SHOWN IN THEIR
APPROXIMATE LOCATION.

LOCATION OF ROUGH-IN STUB IS INDICATED AT + DIMENSION, WITH IS THE STUB AT ABOVE FINISHED FLOOR, AND SERVICE WHICH
MUST COME FROM ABOVE THE CEILING OR UP FROM BELOW THE SLAB SHALL BE INDICATED AS SUCH.

FABRICATED EQUIPMENT CONTAINING A BREAKER PANEL OR EQUIPMENT INDICATED SO SHALL BE PRE-WIRED BY THE FABRICATOR
READY FOR FIELD CONNECTION TO ONE POINT BY ELECTRICAL CONTRACTOR. BREAKER PANELS WILL HAVE GROUND FAULT
INTERRUPTER.

ELECTRICAL CONTRACTOR SHALL PROVIDE AND INSTALL ALL SWITCHES. STARTERS, DISCONNECTS, ETC. FOR ALL EQUIPMENT
UNLESS NOTED. ALL DISCONNECTS OR LOCK OUT DEVICES, STARTERS, ETC. TO MEET N.E.C. AND OSHA STANDARDS.

ALL RECEPTACLES SHALL BE GROUNDED PER N.E.C. AND OSHA AND TO HAVE GROUNDED FAULT CIRCUIT INTERRUPTER.

WHERE OUTLETS ARE INDICATED IT IS ASSUMED THAT ATTACHED CORD AND PLUG SET IS STANDARD WITH EQUIPMENT
UNLESS OTHERWISE NOTED.

ALL ITEMS SHOWN WITH PLUG-IN (PT) CONNECTION, PLUG INTO RECEPTACLES FURNISHED BY CAR WASH EQUIPMENT FABRICATOR.
WHERE CONNECTION IS SHOWN AS JUNCTION BOX (JB). ELECTRICAL CONTRACTOR SHALL CONNECT TO JUNCTION BOX (1B)
WITH THE EQUIPMENT.

THE INTENT OF THE DRAWINGS REGARDING MECHANICAL, ELECTRICAL, PLUMBING AND FACTORY PRE WIRING IS TO HAVE THE
FABRICATION EXTENDED TO AND TERMINATE ALL CONNECTIONS FOR ALL EQUIPMENT IN THE LOCATION SHOWN IN THE
ROUGH-IN PLANS .

ALL WORK IS TO BE COMPLETED IN EVERY RESPECT SO THAT THE ITEMS CONCERNED WILL BE FULLY OPERABLE AS SHOWN AS
THE FINAL CONNECTION IS MADE AT THE JOB SITE BY THE APPROPRIATE CONTRACTOR.

ELECTRICAL CONTRACTOR WILL VERIFY THE HEIGHT OF EACH RECEPTACLE SPECIFIC FOR EACH EQUIPMENT WITH THE EQUIPMENT
PROVIDER / MANUFACTURER.

ELECTRICAL CONTRACTOR SHALL SUBMIT AND APPLY FOR ELECTRICAL PERMIT SEPARATELY.
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