EDINGER AVENUE

FIRE HYDRANT
(EXISTING)
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GENERAL NOTES

1. | CONTRACTOR SHALL FIELD VERIFY THE EXACT LOCATION AND DEPTH OF

‘THE EXISTING SEWER LATERAL PRIOR TO CONSTRUCTION

2. NEW SEWER LATERAL SHALL BE SLOPED MIN. OF 1/4-INCH PER FOOT.

3. THE NEW LATERAL SHALL BE CONNECTED TO THE EXISTING SEWER

LINE IN ACCORDANCE WITH CITY STANDARDS.

T,

PL=156.88!

CONTRACTOR SHALL FIELD VERIFY THE EXISTING INVERT ELEVATIONS

> PL=19.84'

SEE EXISTING PLANS C-5 UNDER UTILITY AND C-3 UNDER PRECISE GRADING,
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WATER LINE CONSTRUCTION NOTES: E|
CONNECT 1IN NEW WATER LINE TO THE EXISTING 12 NCH EINE AT FONT OF CONNECTION E
() | ATER DISTRIBLTION AN CONNECTIONS PER CAR W ASH MANUFACTORER ,
CAR WASH EQUIPMENT CONTRACTOR SHALL PROVIDE THE PLUMBING BEYOND THE 1-INCH POC
™ N - | ExiSTING WATER LINE TO REMAIN 244
g (© | EXISTING FIRE HYDRANT WITH 6" WATER LINE q
SEWER LINE CONSTRUCTION NOTES:
[1] | TRENCH AND INSTALL 4-INCH SEWER LINE FROM CAR WASH CLARIFIER TO THE EXISTING SEWER.
[2] | VERIFY THE CONNECTION POINT TO THE EXISTING SEWER TO SLOPE 1/4-INCH PER FOOT.
[5] | NSTALL NEW SEWER CLEAN OUT (SEF SHEET 7 DETATL 15
INSTALL 4-INCH SEWER LINE FROM CAR WASH CATCH BASIN TO THE NEW CLARIFIER
7 49
5
STORM DRAIN LINE CONSTRUCTION NOTES: 3 ; E
[5] | EXTEND AND ADIUST THE DRAIN PIPES PER PLANS (SEE SHEET C-5) E =
[6] | RELOCATE 1000 GALLON EXISTING SITE CLARIFIER (SEE SHEET C-5) g £y
[ | existive o reman #E g
258y ¢
NOTE: | INSTALL NEW 3000 GALLON 3-COMPARTMENT UNDERGROUND CONCRETE CLARIFIER W/SAMPLE BOX. a

SEE CAR WASH PLANS,

NOTE: | SEE THE EXISTING GRADING AND UTILITY PLANS FOR THE LOCATION OF UTILITY (SHEET C-5)

UTILITY NAME
POWER EDISON
WATER TUSTIN WATER SERVICE (714) 5733381
SEWER 0.C. SANITATION DISTRICT #7 (714)962-2411
GAS 50. CA. GAS COMPANY (714)634-3120
TELEPHONE PACIFIC BELL (714) 666-5725

UTILITY PLAN

SCALE: 1"=1040"

DIG ALERT

DIAL TOLL FREE
1-800-422-4133
AT LEAST TWO DAYS
BEFORE YOU DIG

UNDERGROUND SERVICE ALERT
OF SOUTHERN CALIFORNIA
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