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WALL AND FLOOR FINISH PLAN

SCALE: 1/4” = 1-0"

THESE PLANS ARE NOT
FOR CONSTRUCTION
UNLESS A "WET STAMP &
SIGNATURE” FROM BOTH
THE ENGINEER OF RECORD

FLOOR FINISH LEGEND
TILE

NO. | AREA OF STORE | MANUFACTURER [ SUPPLIER [ INST. [SQ/FT DESCRIPTION AND A APPROVAL STAMP
KITCHEN, CROSSVILLE GC GC COLORBLOX STONE SERIES; 12° X 12° A1156 WHEAT WITH A "WET STAMP &
@ RESTROOMS, e e WITH DARK GREY OR DARK BROWN GROUT. SIGNATURE” FROM THE
STORAGE & LOCAL GOVERNING
DINING AREAS
AGENCY ARE PRESENT.
WALL BASE

NOTE'WALL BASE OPTION MUST MATCH FLOOR OPTION LISTED ABOVE IN ALL AREAS OF STORE
PUBLIC ACCESSIBLE 6’ X 12° COVE BASE OR 4 X 12° BULLNOSE: COLORBLOX STONE SERIES

RESTROOM CROSSVILLE GC. G.C. A1156 WHEAT WITH DARK GREY OR DARK BROWN GROUT. S— —
SERVICE/BACKROOM. | CcrOSSVILLE oC GC 6’ X 12 COVE BASE OR 4’ X 12° BULLNOSE: COLORBLOX STONE SERIES : s
AREA G -C. A1156 WHEAT WITH DARK GREY OR DARK BROWN GROUT. CHK'D BY

DATE 5/27/2010
JOB NO. 6180
FILE NO. 618022

ADDITIONAL COMMENTS:
1) FLOORING CONTRACTOR IS RESPONSIBLE FOR OWN DETERMINATIONS ON SUBFLOOR REQUIREMENTS AND TO INSTALL IN ACCORDANCE
WITH CODE REQUIREMENTS AND TO INDUSTRY AND MANUFACTURER SPECIFICATIONS.

WALL FINISH LEGEND
|HAN'UFAL'I’URERLUPPLY INST. | NOTES:

WHITE FRP PANELS
OR _OFF-WHITE SEMI-GLOSS PAINT

FRP PANELS - WATER RESISTANT COVERING. WHITE

[SYMBOL! DESCRIPTION

FRP OR
D R R WALLS MARLITE/GC.|DAL/GC| G.C.

FIBERGLASS REINFORCED
D [POLVESTER PANELS (FRP)

EXP. 12/31/10
MARLITE |D.A.IL | G.C.

coLLE O R TR T o T 0T e OO

DAL-TILE DPTION 2 DAL-TILE K165 ALMOND 4 1/4° X 4 1/4° CERAMIC TILE FLODR T0 CEILING

NOTE: ALLL WOOD INTERIOR DOORS, UPPER & LOWER MOLDING & CROWN MOLDING TO BE STAINED
W/ MINWAX #235 CHERRY AND POLYURETHANED W/ MINWAX FAST DRYING CLEAR SATIN.

NOTE: F.R.P. SHOULD BE TO CEILING HEIGHT IN BACKROOM, BUT MUST BE A MINIMUM OF 8’-0
ABOVE FINISHED FLOOR. F.R.P. IN RESTROOMS MUST BE FLOOR TO CEILING.

G.C. | G.C.

RESTROOM: TILED WALLS




