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NOTE:

SEE SHEARWALL FLOOR PLAN FOR HOLDOWN
LOCATIONS & SHEARWALL SCHEDULE FOR

A.B. SIZE & SPACING AND NAILING REQUIREMENTS

FOUNDATION PAD & EARTHWORK TO BE IN
CONFORMANCE WITH THE ORIGINAL SOILS REPORT
FOR THIS TRACT. NOTIFY ENGINEER PRIOR TO
CONSTRUCTION OF ANY KNOWN DISCREPANCIES

SIGNATURE” FROM BOTH
~THE ENGINEER OF RECORD
AND A APPROVAL STAMP
WITH A "WET STAMP &
SIGNATURE” FROM THE
LOCAL GOVERNING
AGENCY ARE PRESENT.

FRAMING CONTRACTOR TO VERIFY PLACEMENT
OF ALL ANCHOR BOLTS & HOLD DOWNS PRIOR
TO CONCRETE PLACEMENT.

ALL HOLD DOWNS MUST BE TIED IN PLACE PRIOR
TO FOUNDATION INSPECTION

ALL REINFORCING, BOLTS AND HARDWARE
SHALL BE TEMPLEATED IN PLACE PRIOR
TO THE FOUNDATION INSPECTION.

DWG. BY L.H.
CHK'D BY
DATE 2-13-12
JOB NO.

USE 3000psi CONCRETE FOR FOUNDATION FOOTINGS
NO SPECIAL INSPECTION REQUIRED WHEN 2500psi
IS USED IN CALCULATIONS
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